CADD TEXT PARAMETERS

MANUAL TEXT PARAMETERS

DESCRIPTION OF REVEISION

Reference No. I:l LV/CO= FT= TX= WT= LS= TJ= Comments Reference No. I:l Text Size RaFPeigog{;aeph Style Comments
. . No. 5 Ames/ .
IIl 58 1 15 4 45 CT TJd is CT unless otherwise shown IIl 175 Leroy 2 Straight
GRAPHIC PARAMETERS
Reference No. O LV/CO= | AWT=] LC= Comments
USER NOTES

NOTE ¢

For project related sheets, see standards:

P-02.20; P-03.30; P-07.20s P-08.20

Reference No. O

Comments

O

See Std P-00.70 for Title Block & Project Number Block Layout

%

Use supplied Text Nodes

[no]

Abbreviations: LV
co
FT
TX
wT
LS
TJ
AC

LEVEL

COLOR

FONT

TEXT SIZE

LINE WEIGHT

LINE SPACING

TEXT JUSTIFICATION
ACTIVE CELL

I:l - Text Reference Callout

O - Graphic Reference Callout

O - User Note Reference Callout

A See Std P-00.60 Line Weight
Table for Manual Construction.

Units of measure for 'TX=' and 'LS='
are expressed in feet, (scale - 1"=100" using
ADOT's Standard Working Units.
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